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2.5 US GALLONS / 9.47 LITERSGOA
MADE IN U.S.A.

HUGO, MINNESOTA 55038
COMPANY
North Coast Oil, Inc.

DON'T POLLUTE. CONSERVE 
RESOURCES.

RETURN USED OIL TO 
COLLECTION CENTER.

CAUTION: Drain oil contains 
combustion by-products which 
may be harmful. Avoid 
prolonged or repeated skin 
contact. Wash exposed areas 
with soap and water.

Trophy Drip Oil is a light viscosity 
pure mineral oil containing no 
environmentally harmful additives or 
chemicals that may contaminate 
underground water supplies. It has 
been specifically developed to 
lubricate the bearings of vertical shaft, 
driven by deep well turbine pumps. 
Deep well pumps with vertical shafts 
have bearings located at regularly 
spaced intervals along the length of 
the shaft. The pump shaft and 
bearings are enclosed by a tube with 
a deep-feed drip oiler located at the 
top of the shaft. 
Trophy Drip oil is designed to 
lubricate these critical lower bearings. 
Extremely good fluidity at low 
temperatures insures proper 
lubrication when temperatures drop, 
while minimizing viscosity changes at 
higher temperatures or over wide 
temperature variations. This insures a 
more constant flow of oil from the drip 
oiling mechanism.

IRRIGATION

Trophy Drip Oil is a light viscosity pure 
mineral oil containing no environmentally 
harmful additives or chemicals that may 
contaminate underground water supplies. 
It has been specifically developed to 
lubricate the bearings of vertical shaft, 
driven by deep well turbine pumps. 
Deep well pumps with vertical shafts have 
bearings located at regularly spaced 
intervals along the length of the shaft. The 
pump shaft and bearings are enclosed by 
a tube with a deep-feed drip oiler located 
at the top of the shaft. 
Trophy Drip oil is designed to lubricate 
these critical lower bearings. Extremely 
good fluidity at low temperatures insures 
proper lubrication when temperatures drop, 
while minimizing viscosity changes at 
higher temperatures or over wide 
temperature variations. This insures a 
more constant flow of oil from the drip 
oiling mechanism.
Note: Some states, or areas, may require 
the use of a food grade drip oil. Drip Oil is 
NOT registered for incidental contact with 
food, which may be required in these 
cases. Drip Oil is not intended for use in 
wells pumping water for human 
consumption.

API Gravity...............................
Flash Point, oF(oC)..................
Viscosity, cSt
    40oC.....................................
    100oC...................................
Viscosity, SUS
    100oF....................................
    210oF....................................
Viscosity Index........................
Pour Point, oF...........................
Color...........................................

25.0
340(171)

22.8
3.5

100
38
75
-40
L1.0

*NOTE: Typical Characteristics are current as of the 
date of publication of this Technical Bulletin. This typical 
data cannot be guaranteed to be identical to the 
products produced at any specific time. The data 
provided in this publication are presented only as a 
guide to Como Lube lubricant users.
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